1/12 





ELECTRICAL 

LOAD 











FIG.1 



32A(32B) 
34B \ ' 31 



34A 34C 



FIG.2 



34A 




-34C 



-34B 



34B 



36B 35B 34A 




34A 



FIG.3 




39 




34B 

I 



34B 

.-)- 



37- 




38 

33A 

—32 



Kl N \ \ \ \ \ \ \ \l l\J 



33B 



M h N N ^ \ N ^ \ N M IN 




22 




FIG.5 



3/12 




4/12 



SI 



S2 



CHANGE OVER ELECTRIC POWER SOURCE 
FOR PUMP 5 AND FAN 7 FROM FUEL CELL 
STACK 39 TO EXTERNAL POWER SOURCE 9, 
STOP POWER GENERATION BY CLOSING 
SHUTOFF VALVES 2C, 2D, AND 
CONFIRM THAT OUTPUT VOLTAGE OF FUEL 
CELL STACK 39 HAS FALLEN TO ZERO 



> 




OPERATE PUMP 5 AND FAN 7 | 




< . 



STACK TEMPERATURE s 
PREDETERMINED TEMPERATURE ? 



NO 



YES 



STOP OPERATION OF PUMP 5 AND FAN 7 | 


> 


f 


STOP OPERATION OF ALL ACCESSORIES OF 1 
POWER PLANT | 







S5 



FIG. 7 



5/12 




6/12 




7/12 



( START ) 



S11 



S12 



S2 



CHANGE OVER ELECTRIC POWER SOURCE 
FOR PUMP 5 AND FAN 7 FROM FUEL CELL 
STACK 39 TO CAPACITOR 13, STOP POWER 
GENERATION BY CLOSING SHUTOFF VALVES 

2C, 2D, AND 
CONFIRM THAT OUTPUT VOLTAGE OF FUEL 



i 


1 CLOSE SHUTOFF VALVE 20A | 


> 


f 


OPERATE PUN/ 


IP 5 AND FAN 7 1 



STACK TEMPERATURE s 
PREDETERMINED TEMPERATURE^ 



NO 



S4 



S5 



YES 



STOP OPERATION OF PUMP 5 AND FAN 7 



I 



STOP OPERATION OF ALL ACCESSORIES OF 
POWER PLANT 



FIG. 10 



8/12 




9/12 



START 



± 

CHANGE OVER ELECTRIC POWER SOURCE 
FOR PUMP 5 AND FAN 7 FROM FUEL CELL 
STACK 39 TO EXTERNAL POWER SOURCE 9, 
STOP POWER GENERATION BY CLOSING 
SHUTOFF VALVES 2C. 2D, AND 
CONFIRM THAT OUTPUT VOLTAGE OF FUEL 
CELL STACK 39 HAS FALLEN TO ZERO 




S13 



S5 



STOP OPERATION OF PUMP 5 AND FAN 7 | 




f 


PERFORM CHANGE-OVER OF THREE-WAY 1 
VALVE 14 1 


> 


f 


STOP OPERATION OF ALL ACCESSORIES OF 1 
POWER PLANT | 




f 



( ) 



FIG. 12 



10/12 




11/12 




30 THERMOCOUPLE 



FIG.14 



12/12 



S14 



S15 



S16 



( START ^ 



STOP POWER GENERATION BY CLOSING 
SHUTOFF VALVES 2C. 2D, AND 
CONFIRM THAT OUTPUT VOLTAGE OF FUEL 
CELL STACK 39 HAS FALLEN TO ZERO 



I 



OPEN SHUTOFF VALVE 28 AND CHANGE 
OVER THREE-WAY VALVE 29 TO CONNECT 
COOL AIR PIPE 26 WITH AIR SUPPLY PIPE 2B 



I 



OPERATE BLOWER 18 




STACK TEMPERATURE s 
REDETERMINED TEMPERATURE ? 



S17 



YES 



STOP OPERATION OF COMPRESSOR 21 AND 
BLOWER 18 



S5 



STOP OPERATION OF ALL ACCESSORIES OF 
POWER PLANT 



FIG. 15 



